Corrigendum to RFP for RMR (Tender No. 22/DIT-640/2008)

LA LA} #
(TENDER ENQUIRY NO. 22/DIT640/2008)

S.No.

Clause No.

Page
No.

Description of the clause

Amendment/Modification/Addendum

3.3.3

Scope of System Integrator or Bidder

A new clause added as 3.3.3 (c) - "As an alternative to the above two
approaches, Sl may suggest another suitable communication device
in place of devices mentioned in clause 4.2 and 4.3 in the RFP for
transfer of meter data to BCS over GPRS comunication. This
communication device shall meet all the desired functional
requirements of the RMR system such as Generation of meaningful
MIS reports with specified frequency as defined in the RFP (Clause
4.4.6).

The bidder shall provide comprehensive "Proof of Concept" for the
communication device offered and this shall be evaluated by PSEB
during the Technical Evaluation phase. For this approach, bidder shall
use the same formats including Financial Bid Format under clause
11.3.3.

The Bidder shall submit the complete technical particulars, type test
certificates and factory test certificates of the proposed
communication device as a part of technical bid at the time of bid
submission."

3.3

"Note- Sl ............ bid evaluation"

This clause stands amended as "SI may quote for any of the above
mentioned approaches/alternatives. However, the approach/solution
which is technically acceptable and with lowest price shall be
considered for final Bid Evaluation.”

3.3.7

"BCS software shall be capable to handle data from all
meters and shall be meter manufacturer independent. "

This clause stands amended as " In case of any requirement of API
for meter reading of existing meters, it shall be arranged by the Sl and
facilitated by PSEB."

3.3.11

"The RMR scheme shall be scalable and capable of all
functions specified herein with a suitable provision of
further extending the capabilities through addition of
necessary hardware and software modules as and when
required by the PSEB."

Please add following in this clause " the scalability shall be
considered as 100% of the existing metering points as per the present
scope of work defined in the RFP."
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.

5 3.3.16 7 "The O&M service shall include Warranty support /|This clause stands amended as "The O&M service shall include
replacements of any faulty equipment associated with|Warranty support / replacements of any faulty equipment associated
the RMR system, system up-gradations, as necessary to|with the RMR system, system up-gradations, as necessary to meet
meet with functional /performance requirements after|with functional /performance requirements after commissioning.
commissioning." However the vendor shall be paid for the replacement of any of the

existing faulty meters during the O&M period at the quoted price."

6 3.3.19 8 "Training & Capacity Building of PSEB personnel during|[This clause stands amended as "The bidder shall provide on job
the entire project period shall be the responsibility of SI." [training to the associated PSEB personnel at BCS during the

contractual period."

7 3.3.20 8 "The solution offered by the Sl shall be scalable and|This clause stands amended as "The solution offered by the Sl shall
capable of integration with other applications of PSEB.|be scalable and capable of integration with other applications of]
The Sl shall also provide an Interface to integrate the|PSEB like billing and all ERP modules in an appropriate interface as
BCS database with the Billing application as and when|and when required during contractual period."
required."

8 414 10 "The CT PT operated HT energy meter shall be of|This clause stands amended as "The CT PT operated HT energy
accuracy Class 0.5 for active/ reactive /apparentmeter shall be of accuracy Class 0.5 for active energy...."
energy...."

9 4.1.5(7) 10 "Power Loss - Less than 1 watt per phase" This clause stands amended as "Power Loss - Less than 1.5 watt per

phase"

10 4.1.14.1 13 "The measured value(s) shall be displayed on seven|This clause stands amended as "The measured value(s) shall be
segments, seven digit Liquid Crystal Display (LCD)|displayed on seven segments, eight digit Liquid Crystal Display (LCD)
display unit/register, having well legible minimum|display unit/register, having well legible minimum character size."
character size."

11 4114 13 "...a galvanically isolated optical communication PACT|This clause stands amended as "...a galvanically isolated optical
port ..." communication IEC 1107/PACT/ANSI port ..."

12 4.1.14 (4) 13 "Meter shall have Scroll Lock facility to display any one|Clause stands deleted
desired parameter continuously from  display
parameters."

13 4124 (r )15 "r) Cumulative Power fail Count For these two parameters the display on the meter is optional.

and (1) t) Billing Power Fail Counts"
14 4.1.24 15 "The meter shall be capable of recording and displaying|This clause stands amended as "The meter shall be capable of

automatically following data in order:"

recording and displaying automatically the following data:"
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.
15 4.1.25(2), 16 "occurrence and restoration" The word is replaced with "occurrence and restoration/duration”
4125 (2) -
(a),
4.1.25(2) - (b)

16 4.1.28 17 "The meter shall have any of the following MD resetting|This clause stands amended as "The meter shall have all the
options:" following MD resetting options:"

17 4.1.30 (2) 18 " The meter shall have provision of reading in the[This clause stands amended as "The meter shall have provision of]

absence of power through an external source. An|reading in the absence of power through an internal rechargeable
inductive coupling arrangement shall be provided so that|battery source to enable taking of meter readings in absence of power|
it should not be possible to damage the circuit of the|supply to the meter."
meter by applying excess voltage directly in the meter.
The meter should be powered up using an external
battery pack only in absence of power supply to the
meter to enable taking of meter readings through
display."

18 421 19 "The modem shall be Data, Fax, Voice and WAP|This clause stands amended as " The modem shall be Data
compliant" compliant"

19 4.2.1 19 "The modem should be made of suitable grade|This clause stands amended as "The modem should be made of
aluminium having light-weight enclosure..... EMI/EMC|suitable grade aluminum or engineering plastic having light-weight
compliant. " enclosure ........ EMI/EMC compliant. "

20 4.2.1 19 "The SIM card holder should be provided inside the|This clause stands amended as "The SIM card holder should be
modem and the SIM card should easily slide into the|provided inside/outside the modem and the SIM card should easily
SIM card holder for easy access for replacement.” slide into the SIM card holder for easy access for replacement."

21 421,431 |20, RTC requirement This shall be taken as an optional feature for the communication

23, device/modem.
24,25
22 4.2.1 (h) 23 "The Intelligent modem shall have sufficient memory|This clause stands amended as "The Intelligent modem shall have

upto 256 KB + 32KB to store resident software and
separate memory up to 4MB Flash for data storage. The
modem memory shall be non-volatiie so that the
registered parameters and stored data are not affected
by loss of power. The non-volatile memory shall have a
minimum retention time of 10 years."

sufficient memory to meet the functional requirement. The modem
memory shall be non-volatile so that the registered parameters and
stored data are not affected by loss of power."
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.

23 4.2.1 (j) 23 "I/O Ports: The modem shall have /O ports for de-|This clause stands deleted.
energising / re-energizing the meters. Bidder needs to
indicate details of external relays with three phase
contacts compatible with their modems. All bidders shall
provide this option in the hardware of modems."

24 4.2.1 (j) 23 "Alerts and SMS Messages on tamper conditions shall{This shall be taken as an optional feature for the communication
be available." device/modem.

25 4.3.1 24 "256KB+32KB for code + Data memory and 4MB Non|This clause stands amended as "The memory shall be sufficient to
—Volatile memory for meter data" meet the functional requirement”

26 4.3.1 24 "3- Phase power supply operates on 110V & 230V +|This clause stands amended as "3- Phase power supply operates on
30%, 50 Hz AC supply. Capable of withstanding surges|110V & 230V + 30%, 50 Hz AC supply. Capable of withstanding
& voltage spikes of 6KV as per IEC 61000-4-5 standards|surges & voltage spikes of 4KV as per IEC 61000-4-5 standards "

27 4.3.2 25 "128 KB +32K for Code +Data memory and 4MB Non-|This clause stands amended as "The memory shall be sufficient to
volatile memory for meter data storage." meet the functional requirement"

28 441 (2) 26 "The RMR System and web based Application software|[The following is added under clause 4.4.1 (2) - "The report formats
shall generate meaningful MIS reports, as defined by the|and frequency shall be as per Annexure Ill and Annexure IV. "
PSEB from time to time on
a) Feeder break downs and interruptions,
b) Supply status monitoring of all feeders covered under
this RMR scheme
c) Load survey,
d) Meter tampering"

29 441 (5) 27 "The system should have the feature for user|This clause stands deleted.
programmable parameters through SMS to set the limits
and mask events."

30 4.4.2 (6) 27 "The Sl shall provide a demo version of the BCS in CD|The clause stands amended as "The Sl shall provide a demo version
along with the Bid." of the BCS at the time of on-site technical evaluation."

31 4.4.3 (8) 28 "Upto 8 flexible time slots (TOD registers) for load|This clause stands amended as "BCS shall be able to analyze the

control."

time slots (TOD registers) as defined in the meter."
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.
32 445 (2), (3),[29 "2. Acquire real time ....... the PSEB." These clauses are subject to the approach/solution proposed by the
(5) and (9) "3. On-line data shall be ....... formats." vendor and hence are optional. However the Sl providing the data

"5. This software shall ...... be provided." parameteres as per Clause 4.4.5. (2) shall also provide real time
"9. Apart from the ........ Demand Data Report energy parameters fetched from the meter at metering end (not to be
The detailed formats shall be finalized as per the user|calculated at BCS end).
requirement.”

33 446 29-30 "Sample report formats are given in the Annexure lll.[The clause stands amended as - "Sample report formats are given in
However Bidder shall be required to define any specific[the Annexure Ill. However Bidder shall be required to define any|
report format as per the requirement of PSEB." specific report format as per the requirement of PSEB. The reporting

frequency for the sample reports mentioned in Annexure Il (12.3)
have been given in Annexure 1V (12.4)."

34 4.9 35 GPRS Solution for Remote Meter Reading System New clause added as follows after S.No. 7 Page 36 -"8. The locations
where GPRS connectivity is not available with any of the existing
Service Providers in Punjab, the bidder may choose any suitable
alternative method for data transfer to ensure the required service
levels for the functional requirement mentioned in the RFP"

35 5.1 37 Work Plan Schedule The note stands amended as -
"Note: "Note:
1. The ‘Meter Replacement’ milestone depends upon the|1. PSEB shall prioritise the implementation of RMR solution in
approval of the PSEB. Delay in the approval for this|circles/metering points for Agriculture Pump (AP) Feedres as per the
milestone shall not lead to delay in next milestones (2nd|requirement of PSEB at the time of award of contract. This will fall
to 5th) by the SI and Sl shall simultaneously keep|under the Milestone 2 and 3 above. The list of AP Feeders shall be
implementing the next milestones. provided to the successful bidder.
2. The metering points shall be selected on circle basis|2. For customization of BCS software, priority shall be given to
and the identified circles shall be selected as per the|generation of AP Feeder reports (Sample Report No.10) to be
requirements of PSEB which shall be intimated to the|generated fortnightly . "
successful bidder during the 1st milestone period."

36 5.1 37 Work Plan Schedule - "5 years of O&M services shall|This clause stands amended as "3 years of O&M services shall

commence from the date of User
Acceptance/Commissioning of all the metering points"

commence from the date of User Acceptance/Commissioning of all
the metering points"
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.

37 6.2.1 (a) 40 "The bidder (lead member of the consortium) shall have|The clause stands amended as "The bidder (lead member of the
prior experience or presently engaged in establishing|consortium) shall have prior experience or presently engaged in
Automatic Remote Meter Reading systems in any power|establishing Automatic Remote Meter Reading systems in any power
sector utility in India." sector utility in India or abroad."

38 6.2.1 (b) 40-41 "The bidder (any member of the consortium) must fulfil| The clause stands amended as "The bidder ( or any member of the
at least one of the following conditions for the projects|consortium) must fulfil at least one of the following conditions for
using CDMA/GSM/GPRS/LPR technology. having successfully implemented and running for at least six months
* One Project implementing Automated Remote Meter[the RMR based billing or energy accounting /auditing project , using
Reading system with 10,000 metering points CDMA/GSM/GPRS/LPR technology , as on the date of tender
* Two Projects implementing Automated Remote Meter{opening, ;

Reading system with 5,000 metering points in each|s Minimum One Project with atleast 5,000 metering points
project” * Minimum Two Projects , each with atleast 2,000 metering points "
39 6.1 40 Eligible Bidders New clause added as follows - 6.1 (g) - " The eligible bidder shall be
the part of only one bid either as a lead member or as a member of
the consortium."

40 6.2.2 (a) 41 "The bidder (lead member of the Consortium) should|The clause stands amended as "The bidder (lead member of the
have average annual sales turnover of INR Fifty (50)|Consortium) should have annual sales turnover of INR Fifty (50)
Crores and above in the last three financial years.[Crores and above in any of the last three financial years. Financial
Financial turnover should be certified by Chartered|turnover should be certified by Chartered Accountant.”

Accountant."

41 6.2.3 (f) 41 "The bidder (Lead member of the consortium) must have|The clause stands amended as "The bidder (lead member of the
company registration certificate, registration under|consortium) shall have prior experience or presently "The bidder
Labour Laws Contract Act, valid sales tax registration{(Lead member of the consortium) must be a company registered in
certificate and valid service tax registration certificate." |India and shall have company registration certificate,registration

under Labour Laws Contract Act, valid sales tax registration certificate
and valid service tax registration certificate.

42 6.3 42 Documents to be submitted New clause added as follows - "6.3.14 - Bidder shall submit the

Guaranteed Technical Particulars/Parameters for the equipment
covered in the bid as Performa 11.5"
Performa 11.5 has been added as Appendix 1 of this Corrigendum.

43 71 43-45 Technical Evaluation The revised Technical Evaluation Table (7.1) shall be as per

Appendix 2 of this Corrigendum
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.

44 7.1.9 45 "The bidder may be asked to arrange for the field|The clause stands amended as "The bidder shall arrange the
testing/demo of equipment(s) during the techno-|demostration for the Technology Solution offered comprising of Meter
commercial evaluation if required. Any cost incurred for[Data Reading mechanism, Communication Device for data transfer
the same shall be borne by the bidder." through GPRS to BCS, GPRS technology, Prototype BCS software

and sample MIS report generation at the location(s) to be specified by
PSEB. The bidder shall be given a notice of 7 (seven) days prior to
the date of demonstration. Any cost incurred for the same shall be
borne by the bidder."

45 7.1(16) 45 Detailed acceptance test plan and procedures This clause stands deleted.

46 8.8.2 and 8.2 |46 "5 years" This stands amended as "3 (three) years".

S.No.8 of the
Table

47 8.3(4) 47 "After the Pre — Qualification and Technical evaluation,|This clause stands amended as "After the Pre — Qualification and
LI bidder shall be decided based upon the total Cost of| Technical evaluation, LI bidder shall be decided based upon the total
the Project as quoted by the bidder. As mentioned|Cost of the Project as quoted by the bidder. As mentioned above,
above, total cost of the project shall comprise of three|total cost of the project shall comprise of two components. (refer
components. (refer clause 8.2)" clause 8.2)"

48 8.4.1 48 Acceptable Limit - "Replacement within 2 days (including|This clause stands amended as - Acceptance Limit - "Replacement
non-working days)" within 4 days (including non-working days)"

49 8.4.2 48 Acceptable Limit - "Within 3 (three) minutes through|This clause stands amended as - Acceptance Limit - "Within 5 (five)
GPRS" minutes through GPRS"

50 8.44 48 Service levels and Penalty Terms - "within 24 hours" This clause stands amended as "within 72 hours"

51 8.44 48 Service levels and Penalty Terms Acceptable Limit is added as "The Acceptable limit for slippage in
Reporting frequency of MIS generation shall be one day per week in
case of daily reports. In case of weekly and monthly reports
acceptable slippage limits shall be one day /month . "

52 8.4.5 48 Acceptable Limit - "As per work schedule for the|lAcceptable Limit - " For the Milestones 2nd, 3rd, 4th and 5th (clause

milestones (clause 5.1)"

5.1), the penalty shall be applicable after one month of the scheduled
time period for the respective milestone as specified in the work
schedule (clause 5.1)"
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S.No. |Clause No. [Page Description of the clause Amendment/Modification/Addendum
No.

53 8.4 Note 1 48 "Note 1: Penalty clauses are applicable for the entire|The note stands amended as "Note 1: Penalty clauses are applicable
project duration of five years including the roll out phase|for the entire project duration of three years including the roll out
and the O&M phase. " phase and the O&M phase. "

54 9.3.20 57 "The above provision shall equally apply to the material| This clause stands amended as "The replaced material should be
so replaced/repaired by the Supplier/VVendor during the|guaranteed for a period of 12 months from the date of its replacement
warranty period in case the same is again found to bej|or the initial warranty period of 3 years whichever is later."
defective within three years of its replacement/repair."

55 9.3.20 57 "The Vendor shall be responsible to maintain the AMR|This clause stands amended as "The Vendor shall be responsible to
scheme during installation and fieldimaintain the AMR scheme during installation and field
testing/commissioning and five years O&M phase till its|testing/commissioning and three years O&M phase till its taking over."
taking over."

56 11.1.2 (b) 73 "Average annual sales turnover of INR fifty (50) crores|The clause stands amended as "The bidder (lead member of the
and above in the last three financial years" consortium) shall have prior experience or presently "Cumulative

annual sales turnover of INR fifty (50) crores and above in the last
three financial years"

57 11.1.2 (d) 73 "One Project implementing Automated Remote Meter[The clause stands amended as "The bidder (lead member of the
Reading system with 10,000 metering points consortium) shall have prior experience or presently "One Project
OR implementing Automated Remote Meter Reading system with 5,000
Two Projects implementing Automated Remote Meter|metering points
Reading system with 5,000 metering points " OR

Two Projects implementing Automated Remote Meter Reading
system with 2,000 metering points"

58 12.3 106- Annexure Il Sample Report 1-9 Three additional sample reports have been added in this Annexure IlI

110 as Smaple Report 10-12. These Sample Reports are enclosed as
Appendix 3 of this corrigendum.

59 10.1.13(2) 70 Commissioning Spartes The word "GSAT" appearing in the clause may be substituted with

words"FAT(Final Acceptance Tests)"

60 12.4 110 New Addition The Clause 12.4 - Annexure IV has been added. This Annexure IV is

enclosed as Appendix 4 of this Corrigendum.

61 GENERAL:

Contract Period:[The contract period or period of agreement mentioned as 5 (five)
years (Cl 9.5.8 & 9.5.9) shall be considered as amended based upon
successful completion of 3 (three) years O&M period.

NOTE: All other relevant provisions of the RFP, not specified herein, stands amended with reference to the above Corrigendum.
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APPENDIX 1

1 Make & Source:

2 Standard to which the meter conform.

3 Type of meter. ( Indicate model no. )

4 Class of Accuracy.

5 Basic Current (A).

6 Max. Continuous Current (A).

7 Standard reference voltage (V).

8 Standard reference frequency (HZ).

9 Power loss in each current circuit at basic current.
10 Power loss in each voltage circuit at reference voltage and frequency.
11 Parameters measured (Provide list).

12 P.F. range.
13 Overload Capacity.

. |Variation of Voltages & frequency at which the meter functions satisfactorily.
14 Minimum starting current (A).

15 Dynamic range.

16 Display type.

17 No. of digits/ character displayed.

18 Parameters read out by DCD/ CMRI (provide list / sample print out).
19 Non-volatile memory retention time in absence of power.
. |Memory capacity in data storage (MB).

20 Details of rating

Voltage secondary

. |Current secondary.

21 Integration period for M.D. (Minutes).

22 Principle of operation (provide details).

23 Maximum error (Accuracy) due to variation in:-

Voltage + 10% - 35%.

. |Frequency 50 (+/-) 5 HZ.

Temperature —2.5°C + 55°C

" |Basic Current (1% to 120%)

P.F. (Zero lagging, unity, zero leading).

24 Tamper fraud proof provisions incorporated.

25 Sealing arrangements provided on

Meter body.

. |Meter Terminal Cover.

Communication ports. (optical and RS-485/232 port)

26 Built in calender & RTC/ clock details

27 Real time clock (RTC) drift & clock adjustment details
28 RTC synchronisation /adjustments ( Remote/through BCS)
29 Test block

30 Degree of protection against dust moisture and vermins.
31 Mounting details ( Panel mounted)

32 Dimensions

33 Weight (approx)

34 Whether meter carries ISI Mark.




35 Details of battery provided
Guaranteed life of battery.
. |Low battery indication.

36 Any other special feature.

Make & Source:
Applicable Standards to which the device conform.

Type . ( Indicate model no. )

Specify list of installations (Past experience with type of medium like GPRS/GSM)

AN~

Power Supply Details:

Main input supply circuit with voltage variation details, Single or 3 phase)

Power Supply (Internal battery)

Power Consumption (max)

©[N|O

Dimensions & Weight

9 Mounting

10 Climatic /Service Conditions ( Specify Temperature Range, min/max in deg C)

11 Interface connections/ports

12 Memory Details

13 Data transfer Rate

14 SIM Details (Mounting, etc)

15 LED Indications available

16 Certifications/Type Testing Details (Copy of Type Test Certificates to be attached)
17 Any other special feature.

Make /Model of Hardware items (PCs , Servers, Printers , etc):
Detail of Computer Software

Detail of Computer Hardware

Detail of Computer Peripherals ( Printers)

UPS details (Specify sizing details for required UPS back up support)

DG Set details for power back up

MIS Reports ( Conforming to spec plus more to be specified by Bidder for EAA)
BCS Computer Furniture Details

BCS layout plan details
Personnel details to be deployed for BCS O&M

—
O|lO|O|N|O|O|R[WIN]|-~

SIGNATURE:

NAME:
DESIGNATION:
SEAL OF COMPANY.



APPENDIX 2

« - ) oo =
, -w = . LRl " — $ LRl

1 Number of years of experience in providinglAny member of the consortium Completion Certificate of firsy]
Automated Remote Metering Solutions in any] relevant assignment
power sector utility

2 Number of Automated Remote MeteringlAny member of the consortium Work Order/ Purchase Order,
Projects - All types of metering pointg Completion Certificate
(minimum of 1000 metering points)

3 Number of Automated Remote MeteringlAny member of the consortium Work Order, Purchase Order,
Projects - 11 kV and above feeder metering Completion Certificate
points (minimum 500 metering points)

4 Number of Automated Remote MeteringlAny member of the consortium Work Order, Purchase Order}!
projects executed with BOOT,BOST,BOT etc,| Completion Certificate
models involving O&M services

5 Number of RMR projects executed withfAny member of the consortium Work Order, Purchase Order,
GPRS/GSM/CDMA/LPR technology for datd Completion Certificate
transfer

6 Number of Projects executed with Energy]Any member of the consortium Work Order, Purchase Order,
Accounting and Audit Completion Certificate

tH$ b &% "

7 Cumulative annual sales turnover in INR in thelLead member of the consortium JFinancial turnover shall be certified
last three financial years. by Chartered Accountant

8 Employee base with the number of employeeqlLead member of the consortium  [Certificate from SI
on roll over the last financial year

9 Number of Quality certifications from anjLead member of the consortium [Valid Proof of Certifications
accredited and internationally reputed
renowned firm (viz. ISO 9000 etc.)

10 Local Presence / Office(s) in Punjab withjLead member of the consortium |[Details to be provided regarding| 1
sufficient personnel and inventory of spares the office(s) addresses and their

infrastructure and employees

11 Number of Consortium Partners (ManageabilityyAll members of the consortium Memorandum off
of a consortium would become difficult in case Understanding/Agreement
there are more than 2/3 members)

12 Any time savings proposed in thelLead member of the consortium |Proposed Solution
implementation schedule including AP fdr. RMR

13 Number of people proposed by thelLead member of the consortium |Proposed Solution 1

organization (CVs attached)




14

The bidder shall arrange the demostration fon
the Technology Solution comprising of Meter
Data Reading mechanism, Communication
Device for data transfer through GPRS to BCS,
GPRS technology, Prototype BCS software and
sample MIS report generation at the location(s
to be specified by PSEB.

Consortium

15

System Integrator or Bidder shall provide
details for each section as per the following
questionnaire:

Design

Implementation

Operation and Maintenance

Consortium

on the
approach and methodology of the]
project along with the
documentation in the submitted bid

16

Degree of Deviation from the RFP terms and
conditions

All members of the consortium

100  percent compliance s
expected from SI and any major
deviation form requirement shall
lead to disqualification. Somg
deviation may be allowed which
does not have major impact on the]
overall functioning of RMR system.
Though this deviation shall not lead
to disqualification, however marks
shall be deducted based on degree
of deviation as mentioned in the
Deviation Statement (part of the
Bid) from requirements
specification and total number off
deviations.




APPENDIX 3

LA | ] I$ LA $
& 140 D *&&
Generate
d On
Reporting Date +75+5,008 to +75+5,008 Date 2-Apr-08
Sched [Power
uled |Supplied
Energy Suppl |in Hours
SIS Feeder Feeder |Supplied y during
Sl No Name [Name Type (kWh) MD (kVA) [MD (kW) |Hours |the day
1[S/S-1 |11kV Fdr1 |AP1 12 11
2 11kV Fdr2 |AP1 12 10
3 11kV Fdr 3 |AP1 12 9
4 11kV Fdr4 |AP1 12 10:30
1/S/S-2 |11kV Fdr 5 |Industrial 24 16
2 11kV Fdr 6 |Urban 24
3 11kV Fdr 7 |Urban 24

Note: This report has to be user selectible as daily, weekly and monthly basis.




& l++ g w

Report
Generate
d On
Reporting Month | Apr-08 Date 15-Apr-08
Total
sales
during
Energy the
SIS Feeder Feeder |Supplied month
SI No Name [Name Type (kWh) MD (kVA) [MD (kW) [(kWh) |% of loss
1[S/S-1 |11kV Fdr1 |AP1 500000 3E+05 40%
2 11kV Fdr2 |AP1 500000 4E+05 20%
3 11kV Fdr 3 |AP1
4 11kV Fdr4 |AP1
1|S/S-2  |[11kV Fdr 5 [Industrial
2 11kV Fdr 6 |Urban
3 11kV Fdr 7 [(Urban

Note: This report has to be user selectible as requirement such as substation wise/ Sub-division/division/ circle wise basis.



& 1+, *&& %
Report
Generate
d On
Reporting Date +75+5,008 to +75+5,008 Date 2-Apr-08
Sched
Consume|uled [Power [No of
r Suppl |Supplied [Schedule
connecte |y in Hours |d No of
Energy d as per |Hours [during interruptio |interruptio
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S/S-1
1 11kV Fdr 1 |AP1 500000 500 1000 12 11 4 6
2 11kV Fdr2 |AP1 2000 12 10 4 6
3 11kV Fdr 3 |AP1 12 9 4 4
4 11kV Fdr4 |AP1 12 10:30 4 4
S/S-2
1 11kV Fdr 5 |Industrial 24 16 0 2
2 11kV Fdr 6 |Urban 24 20 0 2
3 11kV Fdr 7 |Urban 24 20 0 2
Note 1) This report has to be user selectible as daily, weekly and monthly basis.

2) This report has to be user selectible as per the business center wise such as, S/S, Sub-division/ Division/ Circle wise




APPENDIX 4

Clause 12.4
Annexure-|V
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